




M
odel 

YC
M

8- 250H
U

YC
M

8- 320H
U

YC
M

8- 400H
U

YC
M

8-630H
U

YC
M

8-800H
U

Shell fram
e current Inm

(A)
250

320
400

630
800

N
um

ber of poles of 
products

3
3

3
3

3

AC
 w

orking voltage(V)
415

690
800

1140
415

690
800

1140
415

690
800

1140
415

690
800

1140
415

690
800

1140
R

ated insulation 
voltageU

i(V)
AC

1150
AC

1150
AC

1150
AC

1150
AC

1150

R
ated im

pulse w
ithstand 

voltage U
im

p(KV)
8

8
12

12
12

R
ated current In(A)

63, 80, 100, 125,
140, 160, 180,
200, 225, 250

280, 315, 320
225, 250, 315,

350, 400
500, 630

700,800

U
ltim

ate short-circuit
breaking capacity Icu 
(kA)

S
85

50
36.5

10
85

50
36.5

10
85

50
36.5

10
85

50
36.5

10
85

50
36.5

10

N
/

/
100

60
50

15
100

60
50

15
100

60
50

15

R
unning short-circuit 

breaking capacity Ics(kA)
Ics=100%

Icu

W
iring m

ethod
U

p in and dow
n out, dow

n in and up out,
D

ow
n in and up out, up in and dow

n out(3P)
Isolation function

Yes
Tripping type

Therm
al-m

agnetic type
Electrical life(tim

e)
3000

3000
2000

3000
3000

2000
1000

1000
700

1000
1000

700
1000

1000
700

M
echanical life(tim

e)
20000

20000
10000

5000
5000

Standard
IEC

/EN
60947-2

Attached accessories
Shunt,Alarm

,Auxiliary,M
anual operation,Electric operation

C
E

O
verall

dim
en-

sion
(m

m
)

W
idth(W

)
107

107
182

182
182

H
eight(H

)
180

180
250

250
250

D
epth(D

)
126

126
165

165
165

3.Technical data
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Pre-test

Further deduction Closing Opening TrippingClosing

6.Appearance and installation dimensions
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YCM8-250HU、320HU

YCM8-400HU、630HU、800HU
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